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PRODUCT DESCRIPTION
R25B Tape is a single-sided aggressive synthetic elastomeric 
adhesive that bonds instantly to properly prepared polyethylene 
and polypropylene. The black polymer backing and adhesive 
is specially formulated to provide years of performance even 
in direct sunlight. A poly release liner provides for ease of 
installation. 

Available in 4” x 100’ roll

 ▶ Liner seaming

 ▶ Vapor Barrier Seaming

 ▶ Liner Repair

 ▶ Securing pipe boots

 ▶ Seals around penetrations 

in liner or vapor barriers

R25B 
Tape

PROPERTIES TEST DIRECTION/TEST METHOD

Backing 8 mil Multi-Polymer

Adhesive 17 mil 
Synthetic Elastomeric

Color Black

Type Single Sided 

Adhesion Values 144 oz./in. (to steel)

Perms <0.005 g/(24h*100 in2)

Service Temp. +20° F to +180° F

Min. Application Temp 35° F

Ideal Storage Temp./
Humidity 70° F w/ 40-50%

NOTE: To the best of our knowledge, unless otherwise stated, these are typical property values and are intended as guides only, not as specification limits. Chemical resistance, odor transmission, 
longevity as well as other performance criteria is not implied or given and actual testing must be performed for applicability in specific applications and/or conditions. AMERICOVER, INC. MAKES 
NO WARRANTIES AS TO THE FITNESS FOR A SPECIFIC USE OR MERCHANTABILITY OF PRODUCTS REFERRED TO, no guarantee of satisfactory results from reliance upon contained information or 
recommendations and disclaims all liability for resulting loss or damage. Limited Warranty available at www.Americover.com
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